
Technical data sheet
Abraflex® High Performance non-woven 

A-medium + velcro (A-100)

Fibre: nylon 6.6

Bonding agent: phenolic resin

Grain: aluminium oxide

Technical information

Weight g/m²: 1700 (+/-10%)

Thickness: 13 mm (+/-10%)

Colour: dark red

Velcro velours: white 60g/m²

Stand Jan. 2024

Jöst GmbH 
Beerfeldener Str. 77
69483 Wald-Michelbach

We’ll be delighted to advise you personally and competently:

T +49 (0) 6207 9410 0

E info@joest-abrasives.de
F +49 (0) 6207 2463

www.joest-abrasives.com



Technical data sheet
Abraflex® High Performance non-woven 

A-fine + velcro (A-180)

Fibre: nylon 6.6

Bonding agent: phenolic resin

Grain: aluminium oxide

Technical information

Weight g/m²: 1020 (+/-10%)

Thickness: 11 mm (+/-10%)

Colour: dark red

Velcro velours: white 60g/m²

Stand Jan. 2024

Jöst GmbH 
Beerfeldener Str. 77
69483 Wald-Michelbach

We’ll be delighted to advise you personally and competently:

T +49 (0) 6207 9410 0

E info@joest-abrasives.de
F +49 (0) 6207 2463

www.joest-abrasives.com



Technical data sheet
Abraflex® High Performance non-woven 

A-veryfine + velcro (A-280)

Fibre: nylon 6.6

Bonding agent: phenolic resin

Grain: aluminium oxide

Technical information

Weight g/m²: 950 (+/-10%)

Thickness: 10 mm (+/-10%)

Colour: dark red

Velcro velours: white 60g/m²

Stand Jan. 2024

Jöst GmbH 
Beerfeldener Str. 77
69483 Wald-Michelbach

We’ll be delighted to advise you personally and competently:

T +49 (0) 6207 9410 0

E info@joest-abrasives.de
F +49 (0) 6207 2463

www.joest-abrasives.com
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